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 Fast handling of waste
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 Hard wearing and long lasting
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CD-BAL1 Our smallest baler

The smallest baler in our range at just 1.7m 
high, 0.72m wide and weighing 140kg, the 
CD-BAL1 is a machine that can fit almost 
anywhere, particularly when space and 
height are at a premium – it is ideal for 
garage forecourts, retail outlets, offices, pubs, 

restaurants 
and fast food 
outlets. The baler 
produces a small, 
compact bale 
at just 40kg and 
comes complete 
with lifting trolley 
as an optional 
extra.

Tech specs
Width: 718mm
Height: 1695mm
Depth: 570mm
Weight: 140kg
Pressing force: up to 2 tonnes
Cycle time: 20 seconds
Electrical data: 1.5kW/220–240V

Bale dimensions
Width: 535mm
Height: 550mm
Depth: 450mm
Weight: up to 40kg

CD-BAL2 Ideal for locations where space 
is at a premium

The CD-BAL2 is designed for locations where 
space and height is at a premium. The unit 
measures less than 2m tall and just 0.88m 
wide. With a cycle time of just 15 seconds, 

the CD-BAL2 
produces a 
small, tidy bale 
weighing up to 
55kg and comes 
complete with 
a lifting trolley 
as an optional 
extra.

Tech specs
Width: 880mm
Height: 1950mm
Depth: 650mm
Weight: 205kg
Pressing force: up to 2 tonnes
Cycle time: 15 seconds
Electrical data: 1.5kW/220–230V

Bale dimensions
Width: 550mm
Height: 800mm
Depth: 550mm
Weight: up to 55kg
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CD-BAL3 Compact, quiet and efficient 
operation

With a bale weight output of 75kg the CD-
BAL3 is an extremely quiet machine when 
operational, with a noise level of just 72 
decibels. A cycle time of just 24 seconds and 
a pressing force of up to 3.5 tonnes results 

in a bale of 1m 
high by just 0.7m 
wide and 0.5m 
deep. The loading 
aperture sizes 
include a height 
of 0.64m and a 
width of 0.7m. 
This compact 
baler is perfect for 
an environment 
where space is 
limited and the 
material volume to 
be baled is small to 

Tech specs
Width: 1000mm
Height: 2350mm
Depth: 585mm
Weight: 270kg
Pressing force: up to 3.5 tonnes
Cycle time: 24 seconds
Electrical data: 1.5kW/220–230V

Bale dimensions
Width: 700mm
Height: 1000mm
Depth: 500mm
Weight: up to 75kg

Recycle more than 
one material

For those wishing to recycle 
more than one material, 
the CD-BAL4 multi-
chamber baler is perfect for 
positioning in environments 
with height restrictions.

Save precious handling time 
with a chamber free to load 
while the other chamber 
compacts. The roller-guided 
head ensures ease of 
movement, while retaining 
claws prevent spring-back. 
A lifting trolley is an optional 
extra and the machine is CE 
marked.

Tech specs
Width: 2050mm
Height: 1978mm
Depth: 820mm
Weight: 562kg
Pressing force: up to 3.5 tonnes
Cycle time: 35 seconds
Electrical data: 1.5kW/220–240V

Bale dimensions
Width: 700mm
Height: 1000mm
Depth: 500mm
Weight: up to 75kg

medium. The CD-BAL3 features a 
lifting trolley as an optional extra, 
and is CE marked.

CD-BAL4
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CD-BAL5

Triple-chamber efficiency

The CD-BAL5, with its triple chambers, is perfect for recycling either large volumes of material or different types of material. 
Save handling time with a chamber free to load while two other chambers compact. The unit is perfect for positioning in any 
environment with height restrictions. A roller-guided head ensures ease of movement, while retaining claws prevent spring-back.

Tech specs
Width: 3050mm
Height: 1978mm
Depth: 820mm
Weight: 720kg
Pressing force: up to 3.5 tonnes
Cycle time: 35 seconds
Electrical data: 1.5kW/220–240V

Bale dimensions
Width: 700mm
Height: 650mm
Depth: 500mm
Weight: up to 75kg

CD-BAL6

Tech specs
Width: 1500mm
Height: 2800mm
Depth: 980mm
Weight: 780kg
Pressing force: up to 8 tonnes
Cycle time: 40 seconds
Electrical data: 2.2kW/220–240V

Bale dimensions
Width: 950mm
Height: 1000mm
Depth: 800mm
Weight: up to 150kg

Easy loading and simple ejection

The CD-BAL6 is a medium-sized baler with a fully automated bale ejector for clean and simple 
ejection. The machine enables easy loading for larger sized boxes. With a bale weight output 
of up to 150kg, the unit is ideal for medium to small amounts of material. It features retaining 
claws to reduce spring-back and is CE marked.
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CD-BAL7 Tech specs
Width: 3056mm
Height: 2471mm
Depth: 1105mm
Weight: 1400kg
Pressing force: up to 15 tonnes
Cycle time: 34 seconds
Electrical data: 2.2kW/220–240V

Bale dimensions
Width: 1100mm
Height: 800mm
Depth: 800mm
Weight: up to 200kg

Powerful compaction in a multi-chamber baler

Ideal for those wishing to recycle more than one material, the CD-BAL7 saves handling time with a chamber free to load while 
the other chamber compacts. The machine is perfect for positioning in environments with height restrictions. The roller-guided 
head ensures ease of movement, retaining claws prevent spring-back and the fully automated bale ejector makes ejection 
both clean and simple. The CD-BAL7 is ideal for use where there are medium to large volumes of material to be baled.

CD-BAL8 Easy handling for large volumes

The CD-BAL8 produces a Euro-pallet sized bale for easy handling. With a bale weight 
output of up to 250kg, the unit is ideal for use where there are medium to large 
volumes of material to be baled. It features retaining claws to prevent spring-back and 
its fully automated, two-handed bale ejector system makes ejection a clean, simple 
and safe process. The CD-BAL8 is CE marked.

Tech specs
Width: 1730mm
Height: 2780mm
Depth: 1000mm
Weight: 985kg
Pressing force: up to 15 tonnes
Cycle time: 34 seconds
Electrical data: 2.2kW/220–230V

Bale dimensions
Width: 1200mm
Height: 1000mm
Depth: 800mm
Weight: up to 250kg
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CD-BAL9 Tech specs
Width: 1730mm
Height: 3000mm
Depth: 1000mm
Weight: 1300kg
Pressing force: up to 25 tonnes
Cycle time: 40 seconds
Electrical data: 11kW/400V

Bale dimensions
Width: 1200mm
Height: 1000mm
Depth: 800mm
Weight: up to 450kg

Extra economy with a mill size baler

The CD-BAL9 is an economy mill size baler. Producing bales up to 450kg, the machine has a fully automated bale ejector, 
making ejection clean and simple, as well as retaining claws to prevent spring-back. The CD-BAL9 is ideal for use where there 
are large volumes of material to be baled. The unit is CE marked and features clear controls for ease of operation.

CD-BAL10 Tech specs
Width: 2100mm
Height: 3300mm
Depth: 1100mm
Weight: 1650kg
Pressing force: up to 50 tonnes
Cycle time: 40 seconds
Electrical data: 11kW/400V

Bale dimensions
Width: 1500mm
Height: 1200mm
Depth: 760mm
Weight: up to 550kg

Produce export sized bales

The CD-BAL10 produces a half-tonne export mill size bale and is ideal for use 
where there are large volumes of material to be recycled. With its bale weight 
output of up to 550kg and fully automated bale ejector to make ejection clean and 
simple, the machine utilises five-wire tying for a more secure bale and features 
retaining claws to prevent spring-back. The unit is CE marked.
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CD-BAL11 Tech specs
Width: 2100mm
Height: 3300mm
Depth: 1400mm
Weight: 1930kg
Pressing force: up to 50 tonnes
Cycle time: 40 seconds
Electrical data: 11kW/400V

Bale dimensions
Width: 1500mm
Height: 1100mm
Depth: 1100mm
Weight: up to 650kg

Heavy duty baler

At 3.3m high, 2.1m wide and weighing 1930kg, the CD-BAL11 is the largest heavy duty baler in our range and is ideal for use 
where there are large volumes of material for baling. The unit operates at a pressing force of up to 50 tonnes and offers a 
loading aperture of 0.8m high and 1.5m wide. With a cycle time of just 40 seconds, the resulting bale, depending on the type of 
material used, weighs up to 650kg. The fully automated bale ejector makes ejection clean and simple, and the unit utilises five-
wire tying for a secure bale. The CD-BAL11 features retaining claws to prevent spring-back, and is CE marked.

CD-BAL12

Tech specs
Width: 7250mm
Height: 3275mm (with hopper)
Depth: 1800mm
Weight: 7.5 tonnes
Platen force: 50 tonnes
Cycle time: 45 seconds
Electrical data: 22kW/63amp

Bale dimensions
Length: 1500mm
Height: 750mm
Depth: 1100mm
Weight: up to 550kg

Semi-automatic horizontal baling

The innovative CD-BAL12 semi-automatic horizontal baler is perfect for producing mill size bales, with 
four to five produced every hour, depending on the materials being baled. The machine has a patented 
prong shaper for ease of operation and stacking – no pallets are required. PLC controls offer safe and easy 
operation, including an extremely user-friendly screen in four languages, and optional extras include a 
conveyor and bin lifter. The machine is CE marked.


