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CRUSHERS, PRESSES AND COMPACTORS
OTHER EQUIPMENT

 Oil filter crushers
 Drum crushers
 Glass bottle crushers
 PET and plastic bottle presses
 Polystyrene compactors

 Save time, money and space
 Safe and easy to operate
 High compaction force
 Achieve a reduction in labour time
 CE certification



OIL FILTER CRUSHERS
OTHER EQUIPMENT

Call us to discuss your requirements on 0800 917 3396
or email us at perry@compactorsdirect.co.uk

www.compactorsdirect.co.uk

 Save time, money and space  Compact system  Safe and easy to operate  CE certification 
 High compaction force  Oil collection tray  Oil removal system  Once compacted, filters 
can be disposed as scrap metal  Clear controls for ease of operation

Compact design saves money

The CD-OIL1 is ideal for garages and all servicing facilities. Both oil and filter are 
disposed of and can be recycled. With a high compaction force, resulting in a ratio 
of 6:1, the machine features clear controls for ease of operation and has a totally 
enclosed shell to ensure a high level of safety. When crushed, the oil filter falls 
automatically into the disposal bin, while the oil collection tray with oil removal system 
allows for convenient disposal and recycling of the oil.

Tech specs
Width: 700mm
Height: 1700mm
Depth: 450mm
Weight: 110kg
T/H: 800mm
Electrical data:
220V single phase
Compaction ratio: 6:1
Cycle time: 13 secondsOil filter before and after compaction

CD-DRM1

CD-OIL1

DRUM CRUSHERS

 High compaction force  Clear controls for ease of operation  Totally enclosed 
shell ensures high level of safety  30-litre oil collection tray with tap connection 
 CE certification  Low noise level of operation

Reduce drum size by 90%

With a pressing force of up to 24 tonnes and 
a cycle time of just 40 seconds, the CD-DRM1 
is compact, powerful and easy and safe to 
operate. The crusher is quiet in use, emitting 
a noise level of just 75 decibels. Clearly set 
out controls make for easy operation, and 
waste oil is conveniently collected in a 30-litre 
tray fitted with a tap connection. The unit is 
CE marked and its steel- constructed, totally 
enclosed shell ensures a high level of safety. 
Once crushed to up to 90% of their original 
size, oil drums can then be recycled or 
disposed of as scrap metal.

Tech specs
Width: 1190mm
Height: 2520mm
Depth: 1000mm
Weight: 690kg
T/H: 1800mm
Electrical data:
400V 3-phase
Compaction ratio: 6:1
Cycle time: 40 seconds



GLASS BOTTLE CRUSHERS
OTHER EQUIPMENT

Call us to discuss your requirements on 0800 917 3396
or email us at perry@compactorsdirect.co.uk

www.compactorsdirect.co.uk

 Save time, money and space  Compact system  Safe and easy to operate  CE certification 
 High compaction force  Castor mounted for ease of mobility  Includes anti-kick-back flaps

CD-BOT2

CD-BOT1 Heavy-duty crusher to save 
time, money and space

The CD-BOT1 glass bottle crusher is ideal for 
hotels, restaurants, bars, pubs and nightclubs 
as it reduces glass to the cullet size required by 
recyclers. The machine can operate at volume 
feed or one bottle at a time. With heavy-duty 
construction and an in-built extraction system, 
the crusher saves time, space and therefore 
money on bottle disposal. Depending on the 
exact material being crushed, the unit has a 
capacity of up to two tonnes per hour. With a 
practical, trouble-free, CE certified design, both 
feed and crusher chambers are isolated with 
anti-kick-back flaps.

Tech specs
Width: 840mm
Height: 1920mm
Depth: 1060mm

Weight: 185kg
T/W: 1120mm
Electrical data:
220V single phase

Eliminate the need 
for bottle bins

This innovative and unique 
machine fits beneath a bar 
counter, allowing the customer 
to crush glass bottles behind 
the bar, saving space and 
eliminating the need for 
bottle bins. The CD-BOT2 
bottle crusher reduces waste 
collection costs and reduces 
bottle volume by 5:1. It is easy 
to use and has a small footprint.  

The machine is both sound 
proofed and highly energy 
efficient, and greatly improves 
the use of staff time, allowing a 
fast payback on the initial cost. 
The patented under counter 
glass bottle crusher is the first 
of its kind worldwide.

Tech specs
Width: 600mm
Height: 840mm
Depth: 600mm

Weight: 107kg
Compaction ratio: 
5:1



Macfab 40 bottle press
Technical Specifications

Baler Dimensions 
Height 1.978m
Width 2.050m
Depth 0.820m
Weight 562kgs
Transportation Height 1.978m 
Power Supply Single Phase 220-240v
Motor 2.2 kw 16amp 
Pressing Force Up to 8 Tonnes
Noise Level 72 Decibels

Features

• Save handling time with a chamber free to load while other 
 chamber compacts
•  Perfect for positioning in environments with height restrictions
• Roller guided head for ease of movement
•    30 litre collection tank with tap connection  
•   No need to remove caps  with Patented self pierceing spring 
      loaded compaction head    
•  lifting trolley included.

Loading Aperture Sizes
Width 0.70m 
Depth 0.50m

Bale Dimensions 
Height 1m
Width 0.70m
Depth 0.50m
Weight 40 Kgs (depending on type of material used)

Cycle Time 35 seconds

+ + =PET AND PLASTIC BOTTLE PRESSES
OTHER EQUIPMENT

Call us to discuss your requirements on 0800 917 3396
or email us at perry@compactorsdirect.co.uk

www.compactorsdirect.co.uk

 Save time, money and space  Compact system  Safe and easy to operate  CE certification 
 Roller-guided head for ease of movement  Collection tank with tap connection

CD-BPR1

Compact bottle press saves 
time, money and space

The CD-BPR1 bottle press saves handling time 
with a chamber free to load while the other 
chamber compacts PET and plastic bottles. 
The press is perfect for positioning in any 
environment with height restrictions. 

The roller-guided head of the CD-BPR1 
ensures ease of movement, while a 30-litre 
collection tank with tap connection collects 
fluid. There’s no need to remove bottle caps, 
due to the patented self-piercing, spring-
loaded compaction head. A lifting trolley is also 
included with the press.

Tech specs
Width: 2050mm
Height: 1978mm
Depth: 820mm
Weight: 562kg
Pressing force: up to 8 tonnes
Cycle time: 35 seconds
Electrical data: 2.2kW
/220–240V

Bale dimensions
Width: 700mm
Height: 1000mm
Depth: 500mm
Weight: up to 40kg
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With a swift and challenging equipment roll-out schedule, Compactors Direct were up to the task. They 
supported us in meeting our commitments to our customers and only left site when the last job was done. 
They have subsequently supported us with responsive engineer callouts, ensuring our customer expectations 
have always been met.”

Sheldon Payne, Director, ERESE Ltd

“
WE ALSO SUPPLY

BALERS

FOOD WASTE SOLUTIONS REDUCE WASTE, RECYCLE, CUT COSTS

LARGE COMPACTORS

CRUSHERS

SMALL COMPACTORS



POLYSTYRENE COMPACTORS
OTHER EQUIPMENT

Call us to discuss your requirements on 0800 917 3396
or email us at perry@compactorsdirect.co.uk

www.compactorsdirect.co.uk

 Save time, money and space  Robust systems  Safe and easy to operate  CE certification 
 Achieve high compaction ratios with wet and dry polystyrene  Low maintenance required
 Load as recyclable waste is produced  Fast, continuous throughput

CD-POL1 Specialist EPS 
compactors with 
optimum compaction 
performance to help 
reduce waste disposal 
costs

This range of EPS polystyrene 
compactors provides the ideal 
solution for businesses such as 
furniture and electrical appliance 
distributors, fish processors, fruit 
importers and supermarkets, 
which require the fast, continuous 
compaction of large amounts of 
waste polystyrene.

The CD-POL1 compactor, the 
smallest in the range, is a robust, 
low-maintenance machine able 
to achieve high compaction ratios 
with both wet and dry polystyrene. 
Easy to operate, the unit produces 
compacted, recyclable EPS block 
waste (at a size up to 130 x 130mm 
and a density of around 300kg per 
cubic metre) as it is loaded.

The CD-POL2 and CD-POL3 
machines are larger models capable 
of compacting higher throughputs 
of material, at incredibly fast 
rates, while still requiring low 
maintenance. The machines are 
also suitable for EPP foam and 
polyurethene. The CD-POL3 
has been designed to make a 
compacted block which will stack 
perfectly into a container, to ensure 
a maximum payload is maintained 
for export. The CD-POL2 handles 
70–90kg per hour, depending on 
density, and can produce a block of 
240 x 240mm, while the CD-POL3 
takes 180–220kg and produces a 
block of up to 370 x 370mm. Once 
compacted these blocks can be 
easily handled on a pallet.

Tech specs
Width: 2950mm
Height: 1750mm (lid open)
Loading height: 1350mm
Depth: 500mm
Hopper volume: 0.25m3

Throughput: 25kg per hour
Compaction ratio: 40:1
Electrical data: 1.5kW
/ 3 phase / 16 amp

CD-POL2

CD-POL3

Tech specs
Width: 3650mm
Height: 1900mm
Loading height: 1600mm
Depth: 1850mm
Weight: 800kg
Throughput: 90kg per hour
Compaction ratio: 40:1
Electrical data: 1.5kW
/ 3 phase / 32 amp

Tech specs
Width: 5160mm
Height: 2200mm
Loading height: 1845mm
Depth: 1850mm
Weight: 1250kg
Throughput: 220kg per hour
Compaction ratio: 40:1
Electrical data: 1.5kW
/ 3 phase / 45 amp


